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Digital twin of functional gating system in 3D printed molds for sand
casting using a neural network
Ahmed Ktari1 ·Mohamed El Mansori1,2
Abstract
The filling stage is a critical phenomenon in sand casting for making reliable castings. Latest research has demonstrated that
for most liquid engineering alloys, the critical meniscus velocity of the melt at the ingate is in the range of 0.4–0.6 m s−1. The
work described in this research paper is to use neural network (NN) technology to propose digital twin approach for gating
system design that allow to understand and model its performances faster and more reliable than traditional methods. This
approach was applied in the case of sand casting of liquid aluminum alloy (EN AC-44200). The approach is based first on a
digital representation of filling process to perform the melt flow simulations using a combination of the gating system design
parameters, selected as a training cases from Taguchi orthogonal array (OA). The second step of the approach is the data
capture of functional gating design system to train up the feed-forward back-propagation NN model. The validation of the
well-trained NN model is assessed by interrogating predicted ingate velocity to it and making reliable predictions with high
accuracy. The claim is that such digital twin approach is an effective solution to recognize the functional design parameters
from the entire filling systems used during casting process.
Keywords Digital twin · Sand casting · Gating system design · FEM simulation · Neural Network
Introduction
Sand casting is an economical metal forming process that has
been employed, since antiquity, to manufacture metal parts
with a wide range of sizes and complexity. However, to have
a good quality castings, several rules should be respected
in the mold designs in particular the gating system since it
permits to control the melt flow in the cavity. The transition
from laminar to turbulent flow during the mold filling can
lead to drastic effects on the quality of castings (Campbell
2015).
The filling process is typically comprised of free surface
flow of the metal front inside the mold cavity. The exposure
of liquid metals to air and moisture during free surface flows
leads to the formation of surface oxide films (Gopalan and
Prabhu 2011). Folding of free dry oxide surfaces result in
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harmful double oxide films named bifilms (Campbell 2016;
Raiszadeh andGriffiths 2006). Because these bifilms are nec-
essarily folded on their dry sides during their creation, they
act as cracks and initiate failure (Cao and Campbell 2003).
The rate of bifilm formation increases with increase in tur-
bulence as the oxide layers continuously stretch, rupture and
regrow (Modaresi et al. 2017; Bakhtiarani and Raiszadeh
2011). Entrained defects as oxide inclusions, sand inclusions,
blowholes, bubbles, bifilms among others are significantly
detrimental to the castings mechanical properties (Basuny
et al. 2016; Campbell 2015; Dai et al. 2004; Divandari
and Campbell 2001). Hence, oxide films can affects tensile
strength (Zhao et al. 2017; Mi et al. 2004; Sirrell and Camp-
bell 1997), fracture strength (Green and Campbell 1994),
fatigue life (Nyahumwa et al. 1998) and also act as initiation
sites for shrinkage (Bangyikhan 2005) and hydrogen gas pore
formation (Raiszadeh and Griffiths 2008) in castings. As a
result, to reduce defects due to entrainment since they cause
80% of the total effective problems in castings (Bozchaloei
et al. 2012), it is critical to design proper gating systems that
permit to control the liquid metal flow during the mold filling
phase by reducing the velocity at ingate to less than 0.5m s−1
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(Sama et al. 2019a, b; Campbell 1993; Runyoro et al. 1992).
This will improve product quality and foundry productivity.
In the past, several researchers have experimented with
various parameters to design straight sprue based on the
basic principles of fluid dynamics.Most of the current design
knowledge on gating systems are derived from trial and error
approaches (Ruddle 1956), water modelling (Renukananda
and Ravi 2016) and using computational simulation tools
(Sama et al. 2019a; Nimbulkar and Dalu 2016). Since the
kinematic viscosity of most liquid metals is similar to water
(Renukananda and Ravi 2016; Swift et al. 1949), numer-
ous researchers have experimented with water models using
transparent molds usually made of Acrylic (Shaikh et al.
2018; Renukananda and Ravi 2016) to visualize in real time
the fluid flow in molds (Juretzko and Stefanescu 2005).
Newly, Sama et al. (2019b) have proposed a novel method of
embedded Internet of Things (IoT) sensors to monitor real-
timemelt flowvelocity in 3D sand printingmold duringmetal
casting.
Nowadays, in view of the evolution of artificial intelli-
gence (AI) tools, several authors have applied neural network
(NN) to solve casting quality problems in production. In this
context, Lin et al. (2019) have proposed a 3D convolutional
neural network, a nonlinear topological dimension parame-
ter and an empirical model for extracting the microstructural
properties of casting defect regions efficiently. Mrzyglod
et al. (2019) have proposed an intelligent computing tool
based on NN and fuzzy logic that permit to forecast the
microstructure of the tested cast iron at the level of computer
simulation. These authors have shown the possibility to apply
theAdaptiveNeuro-Fuzzy Inference System (ANFIS)model
as a tool to control the chemical composition of compacted
graphite iron in the production of castings with high-strength
parameters. Krimpenis et al. 2006 have proposed a method-
ology based on FEM and NN that permit to predict, using
real-life data, a variety of pressure die-casting components,
structured in terms of product geometric characteristics and
corresponding process parameters value ranges. Further lit-
erature review (Ghosh et al. 2014; Zhang and Wang 2013;
Vosniakos et al. 2009) shows that NN tools are relatively
applied in the casting field to study and improve the castings
product quality as a function of the process parameters.
The above discussion shows that various research have
focused on trial and error experiment, FE methods and AI
solutions for enhancing the casting process and improving
the casting quality. However, most of the existing research is
fragmented without a common vision towards a converging
digital twin paradigm.
In this work, a digital twin of filling system is proposed,
as a unifying paradigm, to use it for functional design and
control of engineering gating systems in castings. The data
would be measured using instrumented casting tests or col-
lected based on numerical simulation of mold filling and fed
directly into the trained NN quality control of functional gat-
ing design package. The NN package has been designed to
perform a variety of tasks: i) Numerical characterisations of
melt filling process for quality and casting process control.
This would provide more detailed information as functions
of gating system on surface melt turbulence, critical melt
velocity, and liquidmelt front in themold cavity, etc. ii) Intra-
design differentiation and classification. This involves signal
to noise (S/N) ratio and analysis of variance (ANOVA) to
analyse the effects and the contributions of the design param-
eters on the critical behaviour of melt filling process such as
ingate velocity, surface turbulence, and iii) Feature identifi-
cation of functional design: it is intended to enable users to
decide on any features of interest to be modified in design of
functional gating system using different parameters (feeder
geometry, primitive 3D shapes of castings, casting modulus,
filling direction, convection-induced damage).
Digital twin: a new concept of gating system
design in 3D printedmolds for sand casting
The interaction and convergence between physical and vir-
tual world of manufacturing is getting more and more
attention thanks to the advances of AI, IoT, big data, and
other new generation information technologies. Besides, the
digital twin paves a way for the cyber-physical integration of
manufacturing, which is an important bottleneck to achieve
smart manufacturing. Indeed, digital twin consist to create
the virtual models for physical objects in the digital way to
simulate their behaviours. The virtual models could under-
stand the state of the physical entities through sensing data, to
predict, estimate, and analyse the dynamic changes. While
the physical objects would respond to the changes accord-
ing to the optimized scheme from simulation (Redelinghuys
et al. 2020; Tong et al. 2020; Mukherjee and DebRoy 2019).
The digital twin of functional gating system of 3D printed
sand mold, presented in this paper, consists of a closed
loop, which includes an hybrid mechanistic/NN model, big
data, data classification/intra-design classificationmodel and
machine learning, as shown in Fig. 1. The functions of each
of these units and how they may help in the production of
high quality castings in a timelymanner are discussed below.
The mechanistic models are frequently applied in
the casting field to estimate generally, the metallurgical
attributes such as the solidification morphology (Nastac
1999) and grain structure (Gu et al. 2019), and to predict
the micro/macro-scale defect formation such as shrinkage
(Kwon 2019; Stefanescu 2005) based on well-established
theories. Furthermore, these models can be applied to simu-
late the melt flow behaviour based on classical fluid dynamic
equations and uses control volume-finite element to solve the
momentum and energy equations to obtain solution for the
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Fig. 1 Schematic representation of the digital twin of gating system functional design
variable parameters. In the proposed digital twin, the mech-
anistic model can be coupled with NNmodel as presented in
Fig. 1. The hybrid mechanistic/NN model can be made bi-
directional, so that they can switch between input and output
variables. In other words, they can compute a set of func-
tional gating system design parameters necessary to limit the
flow velocity in molds, during the filling phase, less than
0.5 m s−1 to achieve desired casting properties (Sama et al.
2019a).
A sensing and control model could be interfaced during
casting part with multiple sensors such capacitive or mag-
netic sensors used to measure the melt flow velocity in mold
cavities (Sama et al. 2019b) and wireless sensors for temper-
ature measurements at several deeps inside molds (Walker
et al. 2018). These models can be used for online control of
the filling process. During the filling phase, the model con-
tinuously assesses the sensing data to check if they are within
the acceptable limits. If any deviation is found, the control
model offers a new filling system design by adjusting its geo-
metrical dimensions, to avoid for example a turbulent melt
flow in the cavity.
Both mechanistic and control models are complex and
their outputsmay have errors due to several used assumptions
in the FE model such errors in thermo-physical and thermo-
mechanical properties data, errors caused by the spatial
discretization of the FE method and the common numerical
errors. In order to minimize theses errors, the mechanistic
and the control models should be combined with advanced
statistical models.
In sand casting process, many variables can affect the
value of the ingate velocity during the filling phase and FE
model predictions are not always in agreement with experi-
mental data because the complexity of the melt flow in the
mold cavity. As a result, the advanced statistical model can
correct the inaccuracies of the FE model predictions based
on previous results from a set of classified records within a
large set of data known as the big data of casting.
The big data is a huge collection of variety of digital data
that cannot be stored and analysed by usual resources. In the
proposed digital twin, the big data for 3D printed molds for
sand casting is independent from the data-capture techniques
and can be divided in four main types of records as shown in
Fig. 1. First, it contains the data obtained by sensing such as
the melt and mold temperature, the melt velocity in the gate
and features of liquid melt front in the mold cavity. Second,
data from the test results of previously casted parts such as
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mechanical properties, which largely depends on melt filling
conditions. Third, the computational results from valid FE
model and finally, data can also be collected from literature.
The data must be appropriately used for continuous
improvement ofmodel prediction based, asmentioned above,
on the data gathered from new experiment, simulations and
growing literature. The data classification is performed in
two steps. In the first one, the classification is based on the
intended purpose using advanced algorithms (Qi and Tao
2018; Tao et al. 2018). Then, intra-design differentiation and
classification is done in the second step (Huang and Ying
2019; Tsai and Luo 2017). This involves signal to noise (S/N)
ratio and analysis of variance (ANOVA) to analyse the effects
and the contributions of the design parameters on the critical
behaviour of melt filling process such as ingate velocity and
surface turbulence.
The expanding big data is used continuously to decide
when and how to improve the model predictions using
machine learning (LeCun et al. 2015). Machine learning pro-
vides dynamic ability to improve the control model based on
continuously growing knowledge base and provides the digi-
tal twin the agility to changewith time. Themachine learning
is achieved by implementing smart algorithm such NN (Sha
and Edwards 2007) that can be developed in two steps start-
ing by the training phase with a set appropriately data. Next,
the trained neural network is tested and validated using addi-
tional set of data excluded during training.
In summary, the proposed digital twin concept of func-
tional gating system, in 3D printed sand mold, is illustrated
with more details through the following section on a case
study.
Digital twin for functional gating system
in 3D printedmolds for sand casting: a case
study
In this section, the digital twin approach for gating system
design described above is applied on a simple case study
example to understand and model its performances. The
approach is based first on a digital representation of filling
process to perform the melt flow simulations using a com-
bination of the gating system design parameters, selected as
training cases from Taguchi orthogonal array (OA).
Design of experiment and FE problemmodeling
The process parameters influencing the cast quality are based
on the gating system design, which include the dimensions
of a conventional sprue, runner and gate. The relevant dimen-
sions and design parameters of themodel used in sand casting
process is illustrated as shown in Fig. 2. The cast part and gat-
ing system geometry were adopted from Yang et al. (1998).
Table 1 Gating system parameters and levels used in experimental plan
following Taguchi’s standard L27 (311) orthogonal array
Training case
No.
A B C D E F G H I J K
1 12 12 6 160 90 30 8 30 10 40 24
2 12 12 6 160 110 50 9 40 15 50 32
3 12 12 6 160 130 70 10 50 20 60 40
4 12 15 8 200 90 30 8 40 15 50 40
5 12 15 8 200 110 50 9 50 20 60 24
6 12 15 8 200 130 70 10 30 10 40 32
7 12 18 10 240 90 30 8 50 20 60 32
8 12 18 10 240 110 50 9 30 10 40 40
9 12 18 10 240 130 70 10 40 15 50 24
10 16 12 8 240 90 50 10 30 15 60 24
11 16 12 8 240 110 70 8 40 20 40 32
12 16 12 8 240 130 30 9 50 10 50 40
13 16 15 10 160 90 50 10 40 20 40 40
14 16 15 10 160 110 70 8 50 10 50 24
15 16 15 10 160 130 30 9 30 15 60 32
16 16 18 6 200 90 50 10 50 10 50 32
17 16 18 6 200 110 70 8 30 15 60 40
18 16 18 6 200 130 30 9 40 20 40 24
19 16 12 10 200 90 70 9 30 20 50 24
20 20 12 10 200 110 30 10 40 10 60 32
21 20 12 10 200 130 50 8 50 15 40 40
22 20 15 6 240 90 70 9 40 10 60 40
23 20 15 6 240 110 30 10 50 15 40 24
24 20 15 6 240 130 50 8 30 20 50 32
25 20 18 8 160 90 70 9 50 15 40 32
26 20 18 8 160 110 30 10 30 20 50 40
27 20 18 8 160 130 50 8 40 10 60 24
The advantage of the undercut at the base of pouring basin
includeminimizing the occurrence of splashing and the sprue
cover prevents metal from directly falling into the sprue.
Given that Taguchi method requires a low number of
experiment combinations, it can be applied to obtain use-
ful information for reducing the number of experiments and
converting quality characteristics into a signal to noise (S/N)
ratio. Indeed,Taguchi orthogonal array is applied in this study
to facilitate experimental design process as shown in Table 1.
A coupled 3D thermo-hydraulic fluid flow modelling of
the mold filling studied cases was performed via ProCAST®
FE software with identical inlet, fluid and boundary condi-
tions. Before calculation, some assumptions were made: (i)
the liquidmetalwas incompressibleNewtonfluid, and (ii) the
filling of molten metal is a non-isothermal flow accompanied
by heat transfer losses. In the present study, the thermody-
namic behaviour and flow field evolution are analysed via
Journal of Intelligent Manufacturing
Fig. 2 Design and dimensions of the casted part with the studied gating system (in mm)
the mass, momentum and energy equations as follows (Jiaqi
et al. 2012):
Continuity equation






+ (u · ∇)u
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 ∇ · (k∇T ) + Q̇ (3)
where ρ is the density, t is the time, μ is the dynamic vis-
cosity, P is the pressure, g is the gravitational acceleration
component, u is the velocity vector, T is the temperature, k
is the thermal conductivity, c is the specific heat and Q̇ is an
internal power source. The conservation equations are solved
numerically using a fully implicit time-stepping scheme and
a standard FE formulation (Baoguang et al. 2010). Further
details of the numerical model are given in the user manual
of ProCast® (2009).
The VOF method (Swaminathan and Voller 1994) is used
to compute the location and movement of the fluid front. An
order parameter (F) having a value of unity in the fluid and
zero outside is used to track the free-surface position.
∂F
∂t
+ (u · ∇)F  0 (4)
This equation is coupled to the Navier–Stokes equations
by defining the domain over which the latter are solved.
The coupled model was chosen to make numerical model
as close as possible to experimental conditions and to ensure
that all selected combinations of gating systemdesign param-
eters allows a complete filling of the mold cavity (i.e. avoid
misrun risk). The problemmodelling need geometrical infor-
mation of the CAD model including the part, the gating
system, and the sand mold. Hence, all studied cases of
solid CADmodels are generated using CATIA® V5 software
before being imported in ProCAST®.
In this study, the FE model is meshed using linear tetrahe-
dral elementswith amesh size of 1mmand3mmrespectively
for the casting and themold (Fig. 3). Themesh size is selected
based on several mesh refinements study in order to achieve
more accurate solutions (i.e. The dependence of the melt
flow on the mesh size is investigated). It is to be noted that
the number of elements in FE simulation is variable, with
an average value of 2.36 106, since it depends on the mold
training case as presented in Table 1.
Aluminium alloy ENAC-44200 is used for the casted part.
These alloys have a wide range of applications in automotive
and aerospace industries due to their excellent castability,
mechanical properties as well as good corrosion and wear
resistance. Temperature dependent thermo-physical material
properties for thermal conductivity, specific heat capacity and
density are taken from ProCAST® database. An initial tem-
perature of 750 °C is applied to the inlet, which represents the
pouring temperature of the molten metal. An inlet metal flow
rate of 225 cm3.s−1 into the pouring basin was maintained
constant during the filling phase (Sama et al. 2019a). The
Journal of Intelligent Manufacturing
Fig. 3 CAD and FE mesh
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Fig. 4 The evolution of the
ingate velocity (m s−1) versus
filling time (s): Computational































casting is cooled to room temperature in air with a convec-
tion coefficient of 10 W.m−2. °C−1 applied to all six mold
surfaces. The ambient (sink) temperature of the surround-
ing air is 25 °C. In addition, a heat transfer coefficient of
350 W.m−2. °C−1 is applied at the metal/sand mold inter-
face (Sun and Chao 2009).
With all the above setting of the trained FE models, the
obtained results are consistent with actual flow patterns as
revealed by radiography (Mi et al. 2004, Sirrell et al. 1996).
This experimental validation denotes that the information
obtained from the ProCAST® modeling can be used, with
some confidence, as an important resource to enrich the big
data. Finally, data set could be also analysed and then treated
with traditional statistical techniques.
Data analysis and classification
The FE results must be appropriately analysed and treated to
prepare the NN input design variables and their correspond-
ing ingate velocity data. In this study case, the NN input data
are only gathered from simulations results.
Data analysis
As shown in Fig. 4, Probes were placed at the end of the
ingate along the mid-plane of the casting to monitor the evo-
lution of the ingate velocity during the filling phase. It is clear
that the molten metal arrives at the gate probe region after
1.28 s (Fig. 4). Then, the ingate velocity increase rapidly until
attains a maximum velocity of 0.731 m s−1 at filling time
value of 1.92 s. Then, during the rest of the filling phase, the
ingate velocity decreases slowly until the entire mold cavity
filling marked by a sharp decrease of the ingate velocity (t 
2.58 s). In addition, Fig. 4 also shows in the presented case,
when the velocity of the liquidmetal is higher than the critical
value, that melt surface become unstable because of surface
turbulence. In these conditions, themelt surface forms a foun-
tain and a breaking wave that lead to the formation of several
Journal of Intelligent Manufacturing
defects in the final casted part. This result entirety adheres to
the critical ingate velocity condition described above.
The maximum value of the ingate velocity is selected for
all training cases as revealed in Fig. 4 and then signal to noise
ratios are calculated according to Taguchi method (Table 2).
This method is considered as a quantitative analysis, largely
used to identify control parameters that affect mean and vari-
ation of the quality characteristics. A high value of S/N ratio
indicates the optimum quality with minimum variation (Roy
2010). The S/N ratio, expressed in dB units, can be defined,
as mentioned by Eq. (5), by logarithmic function based on
the Mean Square Deviation (MSD) around target.
S/N  −10 log(MSD) (5)
whereMSD is the mean square deviation for the output char-
acteristic. The lower the better quality characteristic for the
ingate velocity can be taken for obtaining the optimal casting
quality. The MSD for the lower the better quality character-






where n is a total number of tests in a trial and Y i represents
the value of the measured ingate velocity. This parameter
is chosen due to its importance in the casting quality. In
fact, decreasing of the ingate velocity can reduce turbulences
and entrainment, which can lead to several casting defects
(Campbell 1993, 2015).
Intra-design gating system classification
Based on the simulation results of the selected training cases
(Table 2), the response of each factor to its individual level
was calculated by averaging the S/N ratios of all experiments
at each level and factor (Fig. 5).After that, analyse of variance
(ANOVA) test was performed to identify the most effective
gating system parameters that significantly affect the filling
ingate velocity. The ANOVA was established on the sum of
the square (SS), the degree of freedom (DOF), the variance
(V) and the percentage of the contribution to the total varia-
tion (Ross 1996). As shown in Table 3 at its confidence level
of 90% (F0.1, 2, 26  2.519), four design parameters (A, B,
C, D and J) were found as significant for the ingate velocity.
However, I is also considered as significant parameters for
the gating system design, given that its F-ratio value is close
to the acceptance value (difference less than 5.6%).
In summary, the ANOVA result shows that gating sys-
tem dimensions A, B, C, D, I and J play a crucial role on
the value of the molten metal ingate velocity during the
mold filling. Indeed, these six selected functional gating sys-
tem design variables and their corresponding FEM simulated
Table 2 Ingate velocity and their corresponding S/N ratio in orthogonal
array

























25 1.090 − 0.748
26 0.747 2.534
27 0.795 1.993
ingate velocity are used, respectively, as input/output data set
for the NN learning process.
Neural network for machine learning
A neural network is a machine learning algorithm based on
the model of a human neuron. The architecture of an artifi-
cial neural include usually up of three layers: an input layer,
one or many hidden layers and an output layer. The neuron
forms of the fundamental unit in the neural network, and each
layer consists of one or many neurons. Each neuron is con-
nected to other such neurons with synapses. Weight factors
are allocated to these synapses which can be modified.
In this study, the NN was built and trained in Matlab®
environment using Feed Forward Back Propagation (FFBP)
neural network type (Daniel et al. 2019; Tsai and Luo 2017).
A single hidden layer was selected. In order to find the opti-
mal architecture, different numbers of neuron in the hidden
layer were considered (the number of neuron in the hidden














Fig. 5 Mean effect for S/N ratios of the filling velocity at ingate
Table 3 ANOVA results for signal to noise for the ingate velocity response
Gating parameters Sum of square (SS) Degree of freedom
(DOF)
Variance (V) F-ratio Contribution (%) Rank Significant
(confidence >90%)
A 12.032 2 6.016 4.094 14.155 2 Yes
B 20.506 2 10.253 6.977 24.125 1 Yes
C 10.578 2 5.289 3.599 12.445 4 Yes
D 8.553 2 4.276 2.910 10.062 5 Yes
E 1.266 2 0.633 0.431 1.489 9 No
F 0.840 2 0.420 0.286 0.988 11 No
G 4.076 2 2.038 1.387 4.796 7 No
H 0.977 2 0.489 0.332 1.150 10 No
I 6.983 2 3.492 2.376 8.216 6 Yesa
J 11.571 2 5.786 3.937 13.613 3 Yes
K 1.739 2 0.870 0.592 2.046 8 No
Error 5.878 4 1.470 6.915
Total 85.000 26 100
aThis parameter is considered as significant
layer was varied from 8 to 20) and RMSE for each network
was calculated. In this study, the ability of the learning pro-
gram to predict output response, using different parameters
viz learning rate (lr) and momentum constant (mc) was also
tested and optimized based on RMSE value (Eq. 7). The NN






(P − E)2 (7)
where n is the total number of training case, P and E are the
predicted and the experimental value respectively.
The learning rate parameter plays an important role for
the learning algorithm. This parameter controls how much
to change the model in response to the estimated error each
time the model weights are updated. Choosing the learning
rate is challenging because, large value causes rapid conver-
gence but the algorithm becomes unstable that may cause
the increase of error and very small values can yield a more
Table 4 The optimised NN parameters used to simulate the ingate




Input layer (IL) 6
Hidden layer (HL) 16





Momentum parameter (mc) 0.2
Learning rate (lr) 0.01
Ratio to increase lr 1.05
Ratio to decrease lr 0.7
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Fig. 6 Schematic representation of the back-propagation NN used for the prediction the ingate velocity during the sand mold filling
accuracy result, but longer time to converge (Brownlee 2019).
The momentum constant is equally an important parameter
that can affect learning algorithm. This parameter is used to
prevent the system from converging to a local minimum or
saddle point. A high momentum parameter can also help to
increase the speed of convergence of the system. However,
setting the momentum parameter too high can create a risk
of overshooting the minimum, which can cause the system
to become unstable. A momentum coefficient that is too low
cannot reliably avoid local minima, and can slow down the
system training. As a result, to ensure a relatively stable and
fast algorithm convergence, a gradient descent with momen-
tum and adaptive learning rate back propagation ‘traingdx’
was applied. This function can i) train any network as long as
its weight, net input, and transfer functions have derivative
functions, and ii) It calculates derivatives of performance
(RMSE) with respect to the weight and bias variable (X)
(Martin et al. 2014). Each variable is adjusted according to
gradient descent with momentum (Eq. 8).






where dXp presents the previous change in theweight or bias.
In the described model, random weights are assigned to
each processing element as an arbitrary starting point in the
training process, and then progressively modified in light of
several repetition of training cases data. For the transfer func-
tion, the log-sigmoid ‘logsig’ function is used for all neurons
in the hidden layer (Eq. 9). This transfer function takes the
input (which may have any value between plus and minus
infinity) and squashes the output into the range 0–1. The log-
sigmoid transfer function is commonly used in multilayer
networks that are trained using the back propagation algo-
rithm, in part because this function is differentiable (Dorofki
et al. 2012).
log sig(x)  1/(1 + exp−x) (9)
The NN architecture and all its characteristic parameters
are shown respectively in Fig. 6 and Table 4. A total data
set of 27 gating system design parameter combinations was
used to train the proposed NN. The data cases are divided
in two subsets. The first subset is the training set (80% of
the total data), which is used for computing the gradient and
updating the network weights and biases. The remaining five
cases data (20% of the total data) were used for validation.
The most common problem faced when training a neural
network is the choice of the number of epochs. Too many
epochs can lead to overfitting of the training dataset, while
too few may result in an underfit model. In this work, the
early stopping method is used in the NN training process.
An epoch number of 1000 was specified as an arbitrary large
number. The error on the validation set is monitored during
the training process. The validation error decreases during
the initial phase of training, as does the training set error.
However, when the network begins to overfit the data, the
error on the validation set typically begins to rise. The net-
work weights and biases are saved at the minimum of the
validation set error. This allows to obtain the optimal NN
model with a complexity that achieves the optimal balance
between bias and variance (Fortmann-Roe 2012).
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Table 5 Additional FE cases and their corresponding ingate velocity compared to NN predicted values
Validation FE cases Design parameters combinationa Ingate velocity (m/s)
A B C D I J FEM NN Error (%)
Case 28 13 17 10 230 14 45 0.908 0.926 1.98
Case 29 14 13 6 170 19 55 0.571 0.489 14.36
Case 30 19 18 7 210 16 60 0.872 0.882 1.15
Case 31 18 15 8 220 10 50 0.820 0.854 4.14
Case 32 12 14 9 160 12 40 0.703 0.692 1.56
Case 33 20 16 8 180 18 48 0.724 0.696 3.87
Average error: 4.51
aThe rest of design parameters are maintained constant for the testing cases (E  110; F  50; G  9; H  40 and K  32)
In this study, the optimised NN model, with sixteen neu-
rons in the hidden layer has been tested with six additional
cases to prove its generalisation capability as shown in
Table 5. Indeed, the model is verified against randomly fill-
ing system design parameters simulated with FE code. This
means that the additional testing data file is completely inde-
pendent from the initial training data generated usingTaguchi
(L27) design of experiment. Figure 7 shows a plot of pre-
dicted NN versus FE ingate velocity for the training (train
and validation) data used in the training process and the test
data used for the NN generalization. A reasonable predic-
tion occur in both cases. The RMSE for the prediction of
the training and test data are respectively 0.045 m s−1 and
0.039 m s−1. This result proves that designed NN model
gave a satisfactory approximation since it allowed the pre-
diction of the ingate velocity for data not used in the learning
process for the most testing data (except the case no. 29, in
which the error percentage can reach the value of 14.36%).
proves that 27 training cases are sufficient in practice to turn
on the digital twin. After the validation of the NN model,
the predicted results are compared to the values of the ingate
velocity using the first order response surface methodology
(RSM) (i.e. calculatedwith Eq. 11 inAppendices). It is found
that optimisedNNmodel presents better data prediction com-
pared to the traditional RSM model. The RMSE of the NN
ingate velocity prediction is 0.045 m s−1 compared to 0.075
for RSM prediction (Fig. 7).
A digital twin is a high fidelity computational model that
simulates known casting states. However, given the complex
physics of casting process, digital twin is viewed here as
a continuous learning using real casting experimental data.
Experimental data are hence needed to calibrate the com-
putational model as well as for updating parameters. The
developed NN model is fed by data from casting part with
embedded sensors (i.e. so called big data of casting col-
lected from casting library of reference data). Indeed, the
NN model was trained again taken into account the six addi-
tional FE simulations (Table 5) collected from the big data.











































Fig. 7 FE simulated versus predicted ingate velocity for NN (training
and testing data) and RSM models
and after the update process. The value of determination coef-
ficient (R2  0.956) indicates that the updatedmodel does not
explain only 4.4% of the total variations. However, this coef-
ficient is about 0.912 for the first NN model. Furthermore,
the RMSE of the updated NN prediction is 0.031 m s−1 com-
pared to 0.044 for the first NN prediction. As a result, it is
obvious that updated NN model presents better data predic-
tion compared to the first model.
In summary, it is clear that optimized NN model can
accurately predict the ingate velocity of a large number
of functional gating system design variable combinations.
These predictions can be carried on quite rapidly and easily
compared to FE simulations. Finally, the found NN model
can greatly reduce the simulation time devote to reach the
optimal design parameters combination in the entirely stud-
ied design space. For this digital twin approach, the result
predicted by the NN must be validated by FEM. If the
result is consistent, the optimised design solution is accepted
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y = 0.9707x + 0.0127
R² = 0.912






































Fig. 8 FE simulated versus predicted ingate velocity before and after
the NN model updating
for experimental casting. In addition, that FE model will
became a training case for the NN in order to make it more
knowledgeable, using a supervised machine learning. After
updating the NN model, another functional gating system
design solution can be suggested and validated by FEMagain
for continuous improvement of the NN model.
Conclusion and outlook
In today’s highly competitive markets, the critical require-
ments for product quality, productivity and time to market
have been become the most powerful driving force behind
any new product development paradigm for seeking the best
design solution and quality improvement. The current devel-
opments in digital technologies open up great possibilities for
support designers to response to these newproduct design and
development challenges through increased computingpower,
artificial intelligence tools, as wells as connected data.
Motivated by this need, the digital twins of functional
gating system is proposed in this study as an artificial intelli-
gence tool to allow an efficient prediction of themoltenmetal
ingate velocity, in 3D printedmolds for sand casting, in order
to make the gating system design and optimization faster
than traditional methods. To attain this objective, FE flow
simulations were performed using a combination of the gat-
ing system design variables, selected as training cases from
Taguchi OA. After that, an intra-design classification of the
gating system parameters is achieved by the use of ANOVA
tests to select the significant design variables on the ingate
velocity. Finally, a NN model was trained and validated by
using the set of significant design variables combination and
their corresponding FE simulations. Then, machine learning
allows the dynamic ability to improve the NN model based
on a continuously growing of the knowledge base, and pro-
vides the digital twin the agility to change with time. This
lead to obtain the desired product attributes and shorten the
time to market and reduce the casting cost.
In future work, the main challenge is to define a con-
sistent framework for the holistic use of the digital twin in
entire 3D printed sand mold design issues in order to pre-
dict, control and optimize the design parameters for feeder
geometry, primitive 3D shapes of castings, casting modulus,
filling direction and convection-induced damage.
Appendix
The relationship between the selected gating design variables
and their corresponding ingate velocity is described by the
response surface methodology (RSM). A central composite
design (CCD) with three level factorial design was employed
in this study to construct an accurate RSM. Equation (10)
shows the first-order regression model in RSM.
Y  β0 +
m∑
j1





β j px j x p (10)
where Y is the response objective, xj is the independent
design variables and xj xp is the interaction term. β0 is the
Table 6 Factors and levels
selected from ANOVA test Design parameters Unit Level − 1 Level 0 Level + 1
Sprue
A Top section Sprue width mm 12 16 20
B Top section Sprue length mm 12 15 18
C Bottom section Sprue width mm 6 8 10
D Sprue higher mm 160 200 240
Gate
I Ingate length mm 40 50 60
J Runner higher mm 24 32 40
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constant term, β j is the jth linear coefficient, and β jp is the
jpth interaction coefficient.
The six factors derived from theANOVAresultswere used
to construct the response objective. As shown in Table 6,
the significant design variables three level CCD experiment,
which are coded as − 1 and + 1 and the midpoint coded as
0, was employed to determine the response surface model
Vingate (Chen et al. 2016).
According to the first order regression equations (Eq. 3)
the relationship between selected parameters and objective





× CD − 0.012 × CI − 0.006 × DJ − 0.016 × IJ
(11)
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